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IRIS CABLE (Video) 

(+) RED INPUT VOTAGE 

(-) BLACK GROUND 

WHITE VIDEO SIGNAL 

MOTOR CABLE 

GREEN FOCUS NEAR 

BLACK FOCUS FAR 

YELLOW ZOOM IN 

RED ZOOM OUT 
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(+) BROWN POT SUPPLY 
BLUE FOCUS ERROR 

(-) WHITE POT RETURN 
GRAY ZOOM ERROR 

SPECIFICATION AUTO IRIS 

LMZ375AM LMZ750AM 

1. USE FOR 1/2" COLOR or B/W CAMERA 

2. FOCAL LENGTH f=15-375mm f=30-750mm 

3. IRIS MAX APERTURE F=W2.3 F=W4.6 

4. IRIS RANGE F=2.3-360 F=4.6-360 

5. IMAGE SIZE ct, 8 (6.4 X 4.8) 

6. BACK FOCAL LENGTH 24mm in air 35.4mm in air 

7. FLANGE FOCAL LENGTH 17.526mm in air 

8. FOCUS RANGE 00 一 2.5m 00 一 2.5m

DIA. w 28.7
° 

T 1.24
° 

W 14.6
° 

T 0.62
° 

9. FIELD ANGLE HOR. 23.2
° 

0.99
° 

11.8
° 

a.so·

VER. 17.6
° 

0.75
° 

8.8
° 

0.37
° 

10. DISTORTION (TV) 0.3-0.4% 0.1-0.2% 

11. CLEAR APERTURE FRONT ct, 10.4 REAR cl> 11.7 

12. EXIT PUPIL POSITON -17.Smm (format)

13. WEIGHT 2.58kg 2.72kg 

DC (DIRECT CONTROL} 

DRIVE 
COLOR RED(+) BLACK 

COIL 

BRAKE 
COLOR YELLOW(+) GREEN 

COIL 

DRIVE 
OPEN LESS THAN +4V 

VOLT. 
CLOSE OVER THAN OV 

W/CLOSING SPRING 
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